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Pl INTRODUCTION -
F330.23

Use and maintenance

INTRODUCTION
This instruction manual describes the FASSI CRANE F330.23.

The crane, which conforms to the Machines Directive 89/392, 91/368 and

- 93/44 must not be put into service within the European Community unless
the machine on which it is mounted also conforms with the prescribed
Directive.

The fitment must be carried out at an authorized Fassi Centre in
accordance with the instructions given by the Manufacturer in the manual
for hydraulic crane fitting.

The Manufacturer declines all responsibility and guarantee if the fitting is
entrusted to workshops without sufficient technical capability to carry out
the work in conformity.

Every change of use, modification or addition of accessories, away from
the original crane specification must be affixed with a new CE mark in
accordance with the Machinery Directive.

As well as the principal safety norms, this manual contains a description
of the crane and the instructions for use and maintenance.

Equipment other than Fassi must be supplied with its own use manual.
The crane must only be operated by responsible persons, previously

instructed and authorized.

THANK YOU FOR SELECTING ONE OF OUR CRANES.




SAFETY NORMS

(1) This symbol draws your attention on the points concerning safety.
It means: WARNING! BE CAREFUL! '
IT CONCERNS YOUR SAFETY!

IATTENTION!

READ THIS MANUAL CAREFULLY  prior to use of the crane or any
maintenance.

A few minutes spent now could save time and labour later.
Be sure that the unit has been installed, inspected and tested in accordance
with the local legal requirements.

To operate the crane it is necessary to fully understand its working, safety and
warranty norms.

Warning plates, as well as instruction and operation plates must be replaced
when no longer readable or missing.

Check that protections are in their place and that all safety devices are fitted
and active.

Do not run the engine in a indoor area without first making sure there is
adequate ventilation.

Stabilize the vehicle by means of the outrigger rams, checking that they rest
on a solid base; if in doubt use special larger outrigger base plates (available
on request).

Level the crane so as it is always operated on a horizontal plane.

Check that the taps of the outrigger rams safety check valves are closed.
Never operate the outriggers when the crane is loaded.

Remember that the stability of the unit (crane-vehicle) is only guaranteed by
the maximum lateral extension of the outriggers.

Should visibility be insufficient, make sure that control
stations are properly lighted so as to ensure safety
while operating control functions and allow reading of
the plates.

Before manoeuvering a load check that the working
area is adequate and properlyi lighted for your crane.

Make sure that the hook is always free to rotate on its
pin and that nothing obstructs its vertical positioning.
Check the efficiency of the hook safety catch.

SAFETY NORMS PR
F330 ; 1







